EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT

LUMINAIRE PHOTOMETRIC TEST REPORT

Test:U:221.0V 1:0.4570A P:99.90W PF:0.9890 Lamp Flux:8497.78x1 Im

NAME: LED Highbay TYPE: WEIGHT:3
SPEC. : DIM. : SERIAL No.:
MFR.: Sedna LED Ltd SUR.: PROTECTION ANGLE:
DATA OF LAMP PHOTOMETRIC DATA Eff: 85.06 Im/W
MODEL SDHB-100 Imax(cd) 8991 S/MH(C0/180) 1.01
NOMINAL POWER(W) | 102 LOR (%) 100.0 S/MH(C90/270) 0.95
RATED VOLTAGE(V) | 222 TOTAL FLUX(Im) 8497.8 n UP,DN(CO0-180) 0.3,56.0
NOMINAL FLUX(Im) | 8497.78 CIE CLASS DIRECT n UP,DN(C180-360) 0.3,43.4
LAMPS INSIDE 1 n up(%) 0.6 CIBSE SHR NOM 0.75
TEST VOLTAGE(V) 221.0 n down(%) 99.4 CIBSE SHR MAX 0.90
LUMINOUS INTENSITY DISTRIBUTION DIAGRAM MHC §0 PLANE ISOLUX DIAGRAM (UNIT:1x)
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C Range: O - 360DEG y Range: O - 180DEG
C Interval: 15.0DEG Interval: 1.0DEG
Test Speed: HIGH Yest System:EVERFINE GO-2000B_V1 SYSTEM V2.0.279

Temperature:28DEG
Operators:
Test Date:2013-10-28

Humidity:90.0%
Test Distance:8.000m [K=1.0000]




EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT

AAl Figure
Test:U:221.0V 1:0.4570A P:99.90W PF:0.9890 Lamp Flux:8497.78x1 Im
NAME: LED Highbay TYPE: WEIGHT:3
SPEC.: DIM.: SERIAL No.:
MFR.: Sedna LED Ltd SUR.: PROTECTION ANGLE:

Flux out:5680 Im

17ft
518.12cm

16.4ft 23.77,32.56fc
5m 255.8,350.5Ix

32.81ft 5.942,8.140fc 34ft

10m | 63.95,87.62Ix Z//\“\Xx 1036.24cm

49_21ft 2.641,3.618fc 51ft
15m | 28.42,38.941x 1554.35cm
65.62ft 1.485,2.035fc T 67.99ft
20m | 15.99,21.900x 2072_.47cm
82.02ft | 0.9506,1.302fc 84.99ft
25m | 10.23,14.021x 2590.59cm
Height Eavg, Emax Angle:54.78deg Diameter

Note:The Curves indicate the illuminated area and the average
illumination when the luminaire is at different distance.

C Range: 0O - 360DEG y Range: O - 180DEG

C Interval: 15.0DEG Interval: 1.0DEG

Test Speed: HIGH *est System:EVERFINE GO-2000B_V1 SYSTEM V2.0.279
Temperature:28DEG Humidity:90.0%

Operators: Test Distance:8.000m [K=1.0000]

Test Date:2013-10-28




EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT

ISOLUX DIAGRAM

Test:U:221.0V 1:0.4570A P:99.90W PF:0.9890 Lamp Flux:8497.78x1 Im
NAME: LED Highbay TYPE: WEIGHT:3
SPEC. : DIM.: SERIAL No.:
MFR.: Sedna LED Ltd SUR.: PROTECTION ANGLE:
105.0" 52.5" 0.0" 52.5" 105.0"
131.2* 40.00m

3% 2.620Ix 0.2434fc
5% 4.3671x 0.4057fc

105.0" 32.00m 194 8.7341x 0.8114fc

30% 26.201x 2.434fc
78.7" 24.00m 504 43.67Ix 4.057fc
52.5" 16.00m

26.2" — 8.00m

0.0" . Q\\\¢//// NN 0.00m
< ]

26.2" = 8.00m
52.5" 16.00m
78.7" 24.00m
105.0" 32.00m
131.2"° 40.00m
32.00m 16.00m 0.00m 16.00m 32.00m
MOUNTING HEIGHT: 33"(10.0m)

C Range: 0O - 360DEG y Range: O - 180DEG

C Interval: 15.0DEG Interval: 1.0DEG

Test Speed: HIGH *est System:EVERFINE GO-2000B_V1 SYSTEM V2.0.279

Temperature:28DEG Humidity:90.0%

Operators: Test Distance:8.000m [K=1.0000]

Test Date:2013-10-28
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Planar 1l1luminance Curve

Planar Il1luminance Curve
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C Range: O - 360DEG

C Interval: 15.0DEG
Test Speed: HIGH
Temperature:28DEG
Operators:

Test Date:2013-10-28

y Range: O - 180DEG
Interval: 1.0DEG

*est System:EVERFINE GO-2000B_V1 SYSTEM Vv2.0.279
Humidity:90.0%

Test Distance:8.000m [K=1.0000]




